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I-MOTION Network Stop category 1 for variable speed devices

EXPERT-TEXPERT-T EXPERT-T
Backup-
Desk

USB 
Stick 
1GB

I-MOTION NDC cable max 50 m
alt: LWL1 max. 400m

NMB-14 Nr. 1 

V-Motion Nr. 1

V-Motion Nr. 2

MPC Nr. 1

MPC Nr. 2

MPC 4ID8 / 4IC1

MPC Nr. 6

Network-
Booster-
Box

ESB II 
E-Stop

V-Motion Nr. 6

PMC-HF cable, up to 150 m

NDB-6 
(max. 4)

E-Stop

ESB I E-Stop

NBBNBB

PMC-HV cable, up to 70 m
with E-Version

I-MOTION NDC cable max 50 m
alt: LWL2  max. 400m

Network-
Booster-

Integration 3rd party devices Movecat System Stop category 1 for variable speed devices

Variabel speed (closed loop)

V01

V02

V01 V02

LoCo

DigIn

a) Motion Server
b) I/O Interface
c) Offside Monitoring

Movecat CB-PMC HF

Movecat CB-PMC HV

e.g.:

• turn table

• elevator / podium

• trolley

BASIC-S BASIC-C

ESB I E-Stop

MRC ID

power:   3ph. 380-480 Volt / 
   0-100 Hz

4-way limit switches:  work and over travel

encoder absolute:   24-29 bit ssi grey code
encoder incremental:  RS 422

load cell /    4-20 mA
underload:    CC + 4 mA

brake 1 /    
brake 2:     2 Phase 400V / AC

any signal    24 V DC active

• curtain track

• winch

• plattorm

Fixed speed (open loop)

I-MOTION NDC cable max 50 m

NDB-6 Nr. 2

Configuration >> individual
   • Programming  parameter control
   • Frequency inverter control
   • Software setup
   • Testing procedure


